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Embossing machine for manual operation for the
marking of small number or letter combinations
into cardboard, plastic, leather, aluminium, brass,
or iron metals having a low density.

The machines are available in two sizes, both sizes
are suitable for fitting of small numbering heads with
a figure height of max. 3 mm (MP I), resp. 5 mm 
(MP II), type holders or steel embossing stamps.

The machines are equipped with an adjustable side
and rear gauge in order to facilitate an exact positio-
ning of the embossing.

The embossing pressure can be adjusted to the
thickness and kind of the various materials will be
processed with these machines.

Technical Data PERNUMA PERNUMA 

METALLPRINT MP I METALLPRINT MP II

Fitting height 48 mm 58 mm

Size of table  120 x 100 mm (approx.) 175 x 150 mm (approx.)

Insertion depth 60 mm (approx.) 80 mm (approx.)

Stroke 8 mm 10 mm

Net weight. 7 kg (approx.) 13 kg (approx.)

PERNUMA METALLPRINT MP I, MP II
Number Embossing Machines

Technical data and design subject to change
Metallprint  MP I, MP II -  E - 05/05 

Special Options

- Heating system

- automatic foil or ribbon transport for 
colour marking

- special feeding tables, feeding gauges 
or feeding parts for marking keys, locks, 
or lock cylinders (MP II only).


