
Standard units
Solutions and services tailored to your business



TECHNICAL DETAILS T100 T150 F100 F150 FS100 FS150 W100 WR100 B100 P6000
Type Tamp, with blow assist Tamp, with blow assist Tamp, with blow assist Tamp, with blow assist Dual Tamp, with blow assist Dual Tamp, with blow assist Wipe Wipe (reversed) Blow Tamp, with blow assist

Possible label positions Top, Bottom or Side Top, Bottom or Side Front or Back Front or Back Side + Front or Back Side + Front or Back Top, Bottom, Side or Corner Top, Bottom, Side or Corner Top or Side
Front, Side or Back

Front + Side or Back + Side
Number of labels per product 1 1 1 1 1 or 2 1 or 2 1 1 1 1 or 2

Left or Right handed version

Thermal Transfer Capability

Direct Thermal Capability

12 dots/mm (300 dpi) print resolution

Max print width 107 mm 160 mm 107 mm 160 mm 107 mm 160 mm 107 mm 107 mm 107 mm 160 mm

Max width of backing paper 114 mm 164 mm 114 mm 164 mm 114 mm 164 mm 114 mm 114 mm 114 mm 164 mm

Max ribbon width 115 mm 165 mm 115 mm 165 mm 115 mm 165 mm 115 mm 115 mm 115 mm 165 mm

Max ribbon roll length 450 m 450 m 450 m 450 m 450 m 450 m 450 m 450 m 450 m 450 m

Ribbon rolled Ink-out Ink-out Ink-out Ink-out Ink-out Ink-out Ink-out Ink-out Ink-out Ink-out

Max label roll outer diameter 305 mm 305 mm 305 mm 305 mm 305 mm 305 mm 305 mm 305 mm 305 mm 305 mm

Label roll inner diameter 76 mm 76 mm 76 mm 76 mm 76 mm 76 mm 76 mm 76 mm 76 mm 76 mm

Minimum label gap 3 mm 3 mm 3 mm 3 mm 3 mm 3 mm 3 mm 3 mm 3 mm 3 mm

Pad sizes (width x lenght)
Bold = most common

110 x 110 mm 
110 x 200 mm*
110 x 150 mm
110 x 66 mm*

(*= Not available with 360 mm 
stroke)

150 x 210 mm* 
150 x 110 mm

(*= Not available with 160 mm 
stroke)

110 x 110 mm
110 x 150 mm
110 x 200 mm*
110 x 300 mm*

(*= Not available with 180 mm 
stroke)

150 x 110 mm
150 x 210 mm

110 x 110 mm 150 x 110 mm
110 x 300 mm
110 x 220 mm
110 x 150 mm

110 x 300 mm 100 x 100 mm 150 x 210 mm

Label widths allowed 40 to 110 mm 60 to 150 mm 40 to 110 mm 60 to 150 mm 40 to 110 mm 60 to 150 mm 40 to 110 mm 40 to 110 mm 40 to 100 mm 60 to 150 mm

Label lengths allowed 40 to 200 mm 40 to 210 mm 40 to 200 mm 40 to 210 mm 40 to 110 mm 40 to 110 mm 300 or 220 or 150 mm 60 to 300 mm 40 to 100 mm 40 to 210 mm

Max operating length (stroke) 160, 260 or 360 mm 160, 260, 360 or 560 mm 180 or 300 mm 180 or 300 mm 90 mm 90 mm
60 mm (300 mm pad)
50 mm (220 mm pad)
40 mm (150 mm pad)

90 mm 50 mm (max blow distance) 500 mm

Typical labels printed and applied/min
110 x 150 mm label

Distance to product: 360 mm
20 labels per minute

150 x 210 mm label
Distance to product: 560 mm

15 labels per minute

100 x 150 mm label
Distance to product: 300 mm

12 labels per minute

150 x 100 mm label
Distance to product: 300 mm

15 labels per minute

100 x 100 mm label
Distance to product: 40 mm

12 x 2 labels per minute

150 x 100 mm label
Distance to product: 40 mm

12 x 2 labels per minute

100 x 300 mm label
Distance to product: 50 mm

30 labels per minute

100 x 300 mm label
Distance to product: 80 mm

20 labels per minute

100 x 100 mm label
Blow distance: 50 mm
70 labels per minute

150 x 210 mm label
Distance to product: 450 mm

3 x 2 labels per minute
100 x 100 mm label

Distance to product: 20 mm
60 labels per minute

150 x 100 mm label
Distance to product: 200 mm

40 labels per minute

100 x 75 mm label
Distance to product: 300 mm

20 labels per minute

150 x 75 mm label
Distance to product: 300 mm

20 labels per minute

100 x 220 mm label
Distance to product: 50 mm

40 labels per minute

100 x 100 mm label
Distance to product: 50 mm

50 labels per minute

50 x 50 mm label
Blow distance: 50 mm
90 labels per minute

100 x 50 mm label
Distance to product: 20 mm

80 labels per minute

150 x 75 mm label
Distance to product: 150 mm

50 labels per minute

100 x 100 mm label
Distance to product: 180 mm

25 labels per minute

150 x 100 mm label
Distance to product: 180 mm

25 labels per minute

100 x 150 mm label
Distance to product: 50 mm

50 labels per minute

Comments

Min distance of 1.25 x stroke 
length

required between products.
MIn distance from edge of label 

pad to
conveyor is 35 mm.

Min distance of 1.25 x stroke 
length

required between products.
MIn distance from edge of label 

pad to
conveyor is 35 mm.

Distance to product should 
be no longer than 50 mm.

Distance to product should 
be no longer than 50 mm.

Can NOT apply variable length 
label

CAN apply variable length label

Accuracy of label placement is 
+ or - 

10 mm and can be effected by 
linear speed.

Varible size labels can be applied, 
but 

manual adjustment required. 
Recom. max linear speed of conveyor 30 m/min 30 m/min 25 m/min 25 m/min 20 m/min 20 m/min 60 m/min 60 m/min 20 m/min Not relevant

Input air pressure 6 bar - clean dry air 6 bar - clean dry air 6 bar - clean dry air 6 bar - clean dry air 6 bar - clean dry air 6 bar - clean dry air 6 bar - clean dry air 6 bar - clean dry air 6 bar - clean dry air 6 bar - clean dry air

Typical air consumption 100 l/min 120 l/min 100 l/min 120 l/min 100 l/min 120 l/min 40 l/min 50 l/min 40 l/min 75 l/min

Max air consumption 300 l/min 350 l/min 300 l/min 350 l/min 300 l/min 350 l/min 200 l/min 200 l/min 200 l/min 310 l/min

Dimensions (Length x Height x Width) 667 x 614 x 258 mm 667 x 685 x 318 mm 832 x 614 x 280 mm 823 x 685 x 318 mm 561 x 621 x 465 mm 561 x 621 x521 mm 741 x 614 x 258 mm 741 x 614 x 258 mm 635 x 614 x 258 mm 1175 x 2366 x 955 mm

Weight kg (incl control unit) 30 kg 32 kg 34 kg 35 kg 36 kg 38 kg 30 kg 30 kg 27 kg 185 kg

CE approved

MECTEC STANDARD UNITS
MECTEC is a labelling specialist with a range of proprietary equipment and software for 

any application. We can configure a complete solution for almost any production line, or 

simply provide top quality units for implementation into an existing system.

CONTROL UNIT

Your MECTEC standard unit comes complete with a power-

ful, stand-alone, easy-to-use control unit, offering you plenty 

of options for setting up your labelling system quickly and 

easily.

Mectec Elektronik AB
www.mectec.com

Input voltage 90-250VAC 50Hz

Power consumption 800 VA

Operating temperature 5°C to 40°C

Data interface 2 x RS232, 1 x USB,
Ethernet TCP/IP

Optional interface WLAN Ethernet TCP/IP

I/Os 31 Inputs and 31 Outputs

Dimensions (l x h x w) 406 x 128 x 265 mm



Mectec Elektronik AB | Agnesfridsvägen 189 | SE-213 75 Malmö, Sweden 

Phone +46 40 689 25 00 | Fax +46 40 689 25 25 | info@mectec.se | www.mectec.com

Whether you are planning a complete Print and Apply  
solution or looking for complementary equipment to  
an existing solution, MECTEC delivers. Discover all your  
options and find the nearest MECTEC representative  
at www.MECTEC.com


